Nakretka szesciokatna z kotnierzem samozabezpieczajaca jednolita / Prevailing torque type hexagon flange nuts, all metal nuts

Norma
i DIN 6927
ISO 7044
Warunki techniczne / Technical specifications
Materiat Stal Stal nierdzewna Metale niezelazne
Material Steel Stainless steel Non-ferrous metals
Wymagania
ogoine Norma .
General Standard DIN 267-1; DIN 267-15
requirements
Tolerancja 6H
Gwint Tolerance
Thread Norma 13-1 131
Standard DIN 13-12, DIN 13-15
Klasa wlasnosci
Wiasnosci | mechanicznych 8;10; 12 (<M 16)
mechaniczne Property class
Mechanical
properties
Norma
Standard ISO 898-2 DIN 267-23
Klasa
. doktadnosci A
Tolerancje Property grade
Tolerances
Norma
Standard ISO 4759-1

Powierzchnia
Surface treatment

Dla chropowatosci powierzchni DIN 267-2

Limits for surface roughness are covered in DIN 267-2

Dla nieciggtosci powierzchni DIN 267-20

Limits for surface discontinuities are covered in DIN 267-20

Dla powtok galwanicznych DIN 267-9

Requirements for electroplatingare covered in DIN 267-9

Dla powtok ogniowych DIN 267-10

Requirements for hot dip galvanizing are covered in DIN 267-10

Jak wykonano

As processed

Odbiér

Acceptance

Procedura odbioru DIN 267-5

Acceptance procedure is covered in DIN 267-5

Kopiowanie i rozpowszechnianie bez zezwolenia zabronione / Copyning and distribution prohibited without permision
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